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PCP 238 — 2XS-1200 EB

Pump Specs Metric System Imperial System

Pump Model 2XS-1200
Pump Pressure Rating 12000 kPa 1740 psi
Pump Nominal Capacity — per 100 RPM 2 m3/day 13 bbl./day
Minimum Speed Range - recommended 50 - 75 RPM
Maximum Speed Range - recommended 450 - 500 RPM

Stator Details Metric System Imperial System
Stator Tube Max. O.D. (Outside Diameter) 60.3 mm 2.375in.
Stator Assembly Max. O.D. (coupling) 77.80 mm 3.063 in.
Minimum Casing Drift Diameter - recommended 85.70 mm 3.375in.
Stator Transition Joint Min ID - recommended 47.60 mm 1.87in.
Stator Eccentricity - E 3.334 mm 0.131in
Stator Pitch 57.2 mm 2.252in
Stator Length 1.575m 5.167 ft.
Stator Weight 15.6 kg 34.3 Ibs.
Stator Connection Top (Discharge) — Default | Optional 2-3/8" NUE Pin 2-3/8 EUE Box Adapt.
Stator Connection Bottom (Intake) — Default | Optional 2-3/8" NUE Pin 2-3/8 EUE Box Adapt.
Stator Material Carbon Steel — C1026 / ST52 / S355GT
Stator Material Yield Strength / Tensile Strength 517 / 586 MPa ‘ 75,000 / 85,000 psi
Stator Elastomer Options HN2; MN1 **

Rotor Details Metric System Imperial System
Rotor Minor Nominal Diameter (D) 21.0 mm 0.83in.
Rotor Major Nominal Diameter (D+2E) 27.5 mm 1.08 in.
Minimum Tubing Drift Diameter - recommended 40.1 mm 1.560 in.
Rotor Head Diameter 38.1 mm 1.500 in.
Rotor Head Orbit (with SH coupling) 44.6 mm 1.756 in.
Rotor Helix Orbit 34.04 mm 1.340in.
Rotor Total Length — S (Standard) 1.930 m 6.333 ft.
Rotor Total Length — L (Long) * 2.134m 7.00 ft.
Rotor Helix Length — S (Standard) 1.364 m 4.5 ft.
Rotor Helix Length — L (Long) * 1.77m 5.8ft.
Rotor Weight — S (Standard) 5.3 kg 12.0 Ibs.
Rotor Weight — L (Long) * 5.8 kg 12.8 Ibs.
Rotor Head Connection 3/4" API Pin
Recommended Rotor Coupling OD 38.1 mm ‘ 1.500 in.
Recommended Rotor Coupling Size SH - Slimhole
Rotor Material Alloy Steel - AISI/SAE 4140 or 4142
Rotor Material Yield Strength / Tensile Strength 720 / 860 MPa ‘ 105,000 / 125,000 psi
Rotor Coating Type Chrome

Tag-Sub Details Metric System Imperial System

Rotor Space Out Tool — Tag-Sub Standard / Slotted Tag Sub
Tag-Sub Connections 2-3/8" EUE Pin x 2-3/8" EUE Pin
Tag-Sub Total Length — S (Standard) 406.4 mm 16.00 in.
Tag-Sub Total Length — L (Long) * 609.6 mm 24.00 in.
Pin Location from Bottom End of Tag-Sub-S +L 203.2 mm 8.00 in.

* - Long Length for rotor (L) available only upon request; ** MN1 Elastomer available upon request
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